a2 United States Patent

Garriga et al.

US009252549B2

(10) Patent No.: US 9,252,549 B2
(45) Date of Patent: Feb. 2, 2016

(54) METHOD FOR MAKING A POWER
CONNECTION

(71) Applicants: Rudoelph Garriga, Los Altos, CA (US);
Michael Kubic, Mountain View, CA
(US)

(72) Inventors: Rudelph Garriga, Los Altos, CA (US);
Michael Kubic, Mountain View, CA
(US)

(73) Assignee: CLEAN WAVE TECHNOLOGIES,
INC., Mountain View, CA (US)

*) Notice: Subject to any disclaimer, the term of this
] y
patent is extended or adjusted under 35
U.S.C. 154(b) by 703 days.

(21) Appl. No.: 13/677,249
(22) Filed: Nov. 14, 2012

(65) Prior Publication Data
US 2013/0139385 Al Jun. 6, 2013

Related U.S. Application Data

(60) Division of application No. 12/860,716, filed on Aug.
20, 2010, now Pat. No. 8,334,457, which is a
continuation-in-part of application No. 12/708,500,
filed on Feb. 18, 2010, now abandoned.

(60) Provisional application No. 61/154,316, filed on Feb.

20, 2009.
(51) Imt.ClL
HOIR 43/048 (2006.01)
HOIR 43/00 (2006.01)
(Continued)
(52) US.CL
CPC ..o HOIR 43/005 (2013.01); HOIR 4/34
(2013.01); HOIR 13/03 (2013.01); HOIR 43/00

(2013.01):

(Continued)

(58) Field of Classification Search
CPC ... HO1R 4/34; HOIR 13/00; HOIR 43/00;
HO1R 43/005; HO2K 5/225; HO2K 9/19;
Y10T 29/49117; Y10T 29/49174; Y10T

29/4913
See application file for complete search history.
(56) References Cited
U.S. PATENT DOCUMENTS
3,721,942 A 3/1973 Conway
3,850,501 A * 11/1974 Butterfield ............. HO1B 17/58
439/196

(Continued)

FOREIGN PATENT DOCUMENTS

Jp H01501994 A 7/1989
Jp H06042514 A 2/1994
(Continued)
OTHER PUBLICATIONS

European search report and search opinion dated Mar. 19, 2014 for
EP Application No. 11818764.

(Continued)

Primary Examiner — Carl Arbes
(74) Attorney, Agent, or Firm — Wilson Sonsini Goodrich &
Rosati

(57) ABSTRACT

The invention provides systems and methods for power con-
nection, which may be a sealed power connection. The sealed
power connection may be used with an electric machine or
any device that may require electrical and/or mechanical con-
nection for power. The sealed power connection may provide
an effective electrical connection while providing a robust
mechanical connection. The electric machine or device may
be fluid-sealed and/or fluid-cooled. The sealed power connec-
tion may provide for electrical insulation of the connection
from the machine or device enclosure, and may also be sealed
to provide for fluid sealing and/or internal fluid cooling of the
electric machine or device, as well as fluid cooling of the
connection.
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1
METHOD FOR MAKING A POWER
CONNECTION

CROSS-REFERENCE

This application is a divisional of U.S. Ser. No. 12/860,716,
filed on Aug. 20, 2010, which is a continuation-in-part appli-
cation of U.S. Ser. No. 12/708,500, filed Feb. 18, 2010, to
which application we claim priority under 35 USC §120, and
which claims the priority of U.S. Provisional Application Ser.
No. 61/154,316, dated Feb. 20, 2009 which are incorporated
herein by reference in their entirety.

BACKGROUND OF THE INVENTION

High power electric machines and other high power elec-
tric devices require robust power connections capable of reli-
ably transferring high currents and insulating high voltages.
In the case of fluid-sealed machines or devices, the connec-
tion also requires sealing against the machine or device enclo-
sure to prevent fluid from entering or exiting the enclosure
through any of the connection interfaces. In the case of inter-
nally fluid-cooled machines or devices, the connection
requires sealing against the machine or device enclosure to
prevent leakage of cooling fluids.

One traditional method used for making power connec-
tions to electric machines is to provide a threaded stud con-
structed of material with relatively high electrical conductiv-
ity, such as copper or brass, connected to the internal wiring of
the machine. With this method, as illustrated in FIG. 1, the
threaded stud 10 is inserted through an insulated block 11.
The assembly is then inserted through the machine housing
wall 17 and captured with an insulated washer 12 and locking
nut 13. The power connection is completed by securing the
power cable ring lug connector 14 with additional locking
nuts 15, 16 which apply pressure against the other locking nut
13.

One drawback for this stud connection design is that the
threaded stud 10 and locking nut 13 need to be constructed of
material with relatively high electrical conductivity, espe-
cially when used in high current applications. However, mate-
rials with high electrical conductivity tend to also have low
mechanical yield strength properties, making them prone to
failure when threaded hardware is used to secure the electrical
connection, and thus may not survive many assembly and
disassembly cycles without damage.

Additionally, another drawback of a traditional stud con-
nection design is that the electrical current must flow through
the threads of the locking nut 13 to the threads of the stud 10
to complete the electrical circuit, providing only limited line
contact and not much surface area contact. This is especially
troublesome in high current applications, where the limited
electrical contact may result in additional resistive losses that
may lead to overheating of the connection.

Another traditional method for making power connections
is the terminal connection or “flying lead” method. This
method, as shown in FIG. 2, involves terminating the internal
wiring of an electric machine 17 directly with a ring lug
connector 18. The external power connection cable for the
machine is also terminated with a ring lug connector 19.
These ring lug terminations 18, 19 are then connected
together with a threaded fastener 20 and nut 21, or with a
threaded fastener 20 to a terminal strip acting as the nut. The
threaded fastener 20 and nut 21 apply pressure between the
contacting surfaces of the ring lug connectors 18, 19 to com-
plete the electrical path.
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This method allows for an improved electrical connection
over the stud connection design, because pressure is applied
between the two large surfaces of the ring lug connectors 18,
19. This produces an effective connection with low resistance
and high current capacity.

However, with the terminal connection method, because
the two sets of wires are directly connected external to the
machine, a method is needed to seal the wires as they exit the
machine through the machine housing or other enclosure wall
in the case of a fluid-sealed machine. In this case, the entire
connection may need to be accessible, yet may also need to be
contained in some type of sealed enclosure, making this
design approach undesirable where a compact form factor is
important.

Thus, a need exists for a method of high power connection
that may achieve a robust electrical and mechanical connec-
tion interface. A further need exists that may addresses the
issue of sealing the connection for fluid-sealed and/or inter-
nally fluid-cooled machines or devices.

SUMMARY OF THE INVENTION

The invention provides systems and methods for power
connection, such as sealed power connection. Various aspects
of'the invention described herein may be applied to any of the
particular applications set forth below or for other types of
power connections that may require electrical and/or
mechanical connection. The invention may be applied as a
standalone system or method, or as part of an application,
such as providing connections for high power electric
machines, which may also be fluid-cooled machines. It shall
be understood that different aspects of the invention can be
appreciated individually, collectively, or in combination with
each other.

In accordance with one aspect of the invention, the power
connection may provide an efficient electrical and robust
mechanical connection. The power connection may include a
power cable connector that may be configured to contact a
power connection block. The power cable connector and
power connection block may be formed of electrically con-
ductive materials. The power cable connector and power con-
nection block may contact one another over a relatively large
surface area, and may be electrically and mechanically con-
nected. The power connection may include a fastener assem-
bly formed of a relatively high strength material. The fastener
assembly may be mechanically connected to the power con-
nection block, and may be used to apply pressure to form the
connection between the power cable connector and power
connection block. The fastener assembly may provide a
robust mechanical connection, but need not be part of the
electrical connection formed by the power cable connector
and the power connection block.

In accordance with an aspect of the invention, a power
connection may be provided. The power connection may
comprise a fastener assembly formed of a material with a first
strength (S;) and a power connection block formed of a
material with a second strength (S,), wherein the fastener
assembly is mechanically connected to the power connection
block, and wherein (S,) is greater than or equal to (S,). In
some embodiments, the power connection block may be
formed of a material with a first electrical conductivity (EC,)
and the fastener assembly may be formed of a material with a
second electrical conductivity (EC,), wherein (EC)) is
greater than or equal to (EC2).

In accordance with another aspect of the invention, the
power connection block may be fluid-cooled. For instance,
the sealed power connection may be used for an electric
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machine or device that may have internal fluid cooling. The
cooling fluid may contact the power connection block.

The sealed power connection may also provide insulating
and sealing configurations in accordance with another aspect
of the invention. An insulator may electrically insulate the
connection provided between the power cable connector and
the power connection block from the enclosure of an electric
machine or device. The design may also provide a sealed
connection that may prevent cooling fluid used to cool the
power connection block, or other fluids within the electric
machine or device, from leaking out of the electric machine or
device, or may prevent any other fluids from entering or
exiting the machine or device.

Another aspect of the invention may be directed to a
method of making power connections to an electric machine.
The method may include providing a power connection block
in electrical communication with an internal component of
the electric machine; contacting a power cable connector to
the power connection block; and providing a fastener assem-
bly, wherein the faster assembly holds the power cable con-
nector against the power connection block, and wherein a
greater amount of electric current flows through the power
cable connector and the power connection block than through
the fastener assembly. In some embodiments, the fastener
assembly may comprise an insert, which may be positioned
within the power connection block, and a mechanical fas-
tener, which may be a threaded fastener and which may be
screwed in to the insert.

Other goals and advantages of the invention will be further
appreciated and understood when considered in conjunction
with the following description and accompanying drawings.
While the following description may contain specific details
describing particular embodiments of the invention, this
should not be construed as limitations to the scope of the
invention but rather as an exemplification of preferable
embodiments. For each aspect of the invention, many varia-
tions are possible as suggested herein that are known to those
of ordinary skill in the art. A variety of changes and modifi-
cations can be made within the scope of the invention without
departing from the spirit thereof.

INCORPORATION BY REFERENCE

All publications, patents, and patent applications men-
tioned in this specification are herein incorporated by refer-
ence to the same extent as if each individual publication,
patent, or patent application was specifically and individually
indicated to be incorporated by reference.

BRIEF DESCRIPTION OF THE DRAWINGS

The novel features of the invention are set forth with par-
ticularity in the appended claims. A better understanding of
the features and advantages of the present invention will be
obtained by reference to the following detailed description
that sets forth illustrative embodiments, in which the prin-
ciples of the invention are utilized, and the accompanying
drawings of which:

FIG. 1 shows a traditional stud connection.

FIG. 2 shows a traditional terminal (“flying lead”) connec-
tion.

FIG. 3A shows an exploded view of a sealed power con-
nection in accordance with one embodiment of the invention.

FIG. 3B shows a cross-sectional view of a sealed power
connection in accordance with one embodiment of the inven-
tion.
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FIG. 3C shows an exterior view of a sealed power connec-
tion in accordance with one embodiment of the invention.

FIG. 3D shows a perspective view of a sealed power con-
nection in accordance with one embodiment of the invention.

FIG. 4 shows an example of applying a sealed power con-
nection onto an electric machine in accordance with one
embodiment of the invention.

FIG. 5A shows current flow through a traditional stud
connection method.

FIG. 5B shows current flow through a traditional terminal
connection.

FIG. 5C shows an example of current flow through a sealed
power connection in accordance with an embodiment of the
invention.

DETAILED DESCRIPTION OF THE INVENTION

While preferable embodiments of the invention have been
shown and described herein, it will be obvious to those skilled
in the art that such embodiments are provided by way of
example only. Numerous variations, changes, and substitu-
tions will now occur to those skilled in the art without depart-
ing from the invention. It should be understood that various
alternatives to the embodiments of the invention described
herein may be employed in practicing the invention.

The invention provides systems and methods for power
connection (also referred to herein as a sealed power connec-
tion, although some embodiments may not require the power
connection be sealed). The power connection may be used in
any application, including, but not limited to, electric
machines or devices that may require electrical and/or
mechanical connection for power. For example, power may
be provided by a power source, which may be external or
internal to the electric machine or device, and may be trans-
ferred through the power connection to or from the internal
wiring or components of the electric machine or device. Thus,
power connections may be used in any type of electric
machine or electric/electronic device application.

FIG. 3A shows an exploded view of a sealed power con-
nection in accordance with one embodiment of the invention.
For instance, a threaded fastener 6 may be tightened against a
washer 8, which may come into contact with a power cable
connector 7. The power cable connector 7 may come into
contact with a power connection block 4, which may be
formed from material with high electrical conductivity. The
power connection block 4 may include a high strength insert
5, which may be formed from a high yield strength material
such as steel, that may provide mechanical support and/or
connection for the threaded fastener 6. Additionally, an insu-
lator 1, which may be formed of a dielectric material, as well
as one or more seals 2, 3 may come into contact with the
power connection block 4 and/or insulator 1.

1. Electrical and Mechanical Connection

A sealed power connection assembly may include compo-
nents that may primarily provide an electrical connection and
components that may primarily provide a mechanical con-
nection. For example, a sealed power connection assembly
may include an electrical connection assembly that may
include a power cable connector 7 and a power connection
block 4, as well as a mechanical connection assembly that
may include an insert 5 and a fastener 6. A sealed power
connection may include both electrical and mechanical con-
nection components, such that the power connection may
provide an effective electrical connection as well as a robust
mechanical connection.

The sealed power connection may provide an advanta-
geous design for an electrical connection in accordance with
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one aspect of the invention. An electrical connection may be
accomplished by surface pressure contact between the power
cable connector 7 and the power connection block 4. The
power cable ring lug connector and/or power cable connector,
referred to herein, may be any type of power connection
component or mechanism known in the art that may contact
the power connection block for the purpose of transferring
electrical power to and/or from the connection block. In some
embodiments, the power connection component or mecha-
nism may or may not be in electrical communication with a
power cable, but may also be part of and/or transfer power
from any type of structure or component known in the art that
may be capable of conducting and/or transferring power, such
as bus bar.

The power connection block 4 may be constructed from
material with high electrical conductivity. For example, the
power connection block may be formed of a material which
may have an electrical conductivity of 10x10° S/m or greater,
30x10° S/m or greater, or 50x10° S/m or greater. In some
instances, the power connection block may be formed of
copper, brass, silver, gold, aluminum, or any combinations or
alloys thereof. The power connection block may be plated,
clad, or include layers or components of various materials,
including elemental metals. The power connection block may
be formed of, or may include, an elemental metal or any other
electrically conductive material. The power connection block
may be connected to the internal wiring or components of an
electric machine or device. The power connection block may
be connected to the internal wiring or components by any type
of electrical connection known in the art or later developed.
For example, the power connection block may be connected
to the internal wiring or components by soldering, welding,
brazing, swaging, adhesives, pressure connections, or any
form of mechanical connection, such as a threaded fastener,
terminal strip, or any form of insert.

A mechanical fastener 6 may provide pressure between the
power connection block 4 and the power cable connector 7. In
some embodiments of the invention, the pressure provided by
the mechanical fastener may be constant or substantially con-
stant.

This sealed power connection may allow for a relatively
large surface contact area for the connection interface in a
compact space. For instance, the interface between the power
cable connector 7 and the power connection block 4 may be
relatively large as compared to an interface that may be pro-
vided by threads of a fastener. The sealed power connection
design may enable the contact area for the interface between
the power connection block and the power cable connector to
be selected to support a desired amount of current flow. In
some instances, a relatively large contact area may be selected
to support a relatively high current flow. In one example, the
contact area between the power cable connector and the
power connection block may be about 0.1 cm? or greater, 0.5
cm? or greater, 1 cm® or greater, 2 cm” or greater, 3 cm? or
greater, 4 cm?® or greater, 5 cm? or greater, or 100 cm® or
greater. In some other examples, the contact area may be
greater than or equal to one tenth, one eighth, one quarter, one
half, five eighths, three quarters, seven eighths, nine tenths, or
may cover substantially all of the side of the power connec-
tion block that is in contact with the power cable connector.

For example, with this design, a connection using a 19 mm
circular power cable ring lug connector 7 with a 10 mm
threaded fastener 6 may be capable of transferring over 1600
A peak current in a three-phase AC induction machine appli-
cation, without exceeding generally acceptable thermal limi-
tations of the connection. Additionally, the power connection
block 4 may be cooled by fluid contacting the power connec-
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tion block on the indicated area shown in FIG. 3B, which may
further increase the current transferring capability of the con-
nection, to be discussed in greater detail below.

The sealed power connection may also provide an advan-
tageous design for a robust mechanical connection in addition
to the advantageous design for the electrical connection. Gen-
erally, achieving optimal electrical and thermal performance
for a high power connector requires the use of materials
which have high electrical conductivity. However, materials
with high electrical conductivity usually tend to also have low
mechanical yield strength properties, making them prone to
failure when threaded hardware is used to secure the electrical
connection. The sealed power connection, in accordance with
an embodiment of the invention, may resolve this problem by
the addition of a high yield strength material, which may not
be part of the primary electrical circuit.

The reliability of the clamping interface for the sealed
power connection may be enhanced by the use of a high
strength steel insert 5, or insert of other relatively high yield
strength material, assembled into the high electrical conduc-
tivity material which may compose the power connection
block 4. For instance, the insert may be formed of plain high
carbon steel AISI 1060 0.6% carbon, structural steal alloy
ASTM A36, high strength alloy ASTM AS514, high tensile
prestressing strands, stainless steel AISI 304, or any other
types of steel. Furthermore, in addition to steel, the high
strength insert may be formed of any other material with the
desired mechanical strength properties, including, but not
limited to, titanium, bronze, aluminum, brass, tungsten, ara-
mid (Kevlar or Twaron), nickel-chromium alloy (Inconel
X750), or combinations or alloys thereof (e.g., titanium alloy
(6% Al, 4% V), aluminum alloy 2014-T6). The insert 5 need
not have high electrical conductivity, and thus may be formed
from any material with the desired mechanical strength prop-
erties, which may be electrically conductive or electrically
non-conductive. In some embodiments, the insert may have a
yield strength of 100 MPa or greater, 300 MPa or greater, 500
MPa or greater, 800 MPa or greater, or 1000 MPa or greater.

In a preferable embodiment of the invention, the insert may
be threaded on the inside to allow the threaded fastener 6 to
connect with the internally threaded portion of the insert.
Since the fastener 6 and/or the insert 5 may be formed of a
high strength material, this may enable a strong, robust
mechanical connection. For instance, the use of high strength
materials may enable tightening of the threaded fastener
without damaging the threads ofthe fastener. This may enable
the connection to survive many assembly and disassembly
cycles with relatively little or no damage. In some embodi-
ments, the fastener 6 may be formed of the same material or
a different material from the insert 5. In some embodiments,
the fastener may be formed of a high strength material, such
as those described for the insert. The fastener 6 need not have
a high electrical conductivity, and thus may be formed from
any material with the desired mechanical strength properties,
which may be electrically conductive or electrically non-
conductive. Any fastener assembly may be provided. In some
instances, the fastener assembly may comprise an insert and/
or a fastener.

In some embodiments, the power cable connector 7 and/or
the power connection block 4 may be formed of material of a
higher electrical conductivity than material used to form the
fastener 6 and/or insert 5. For example, the power connection
block may have an electrical conductivity (EC, ), which may
be greater than the insert’s electrical conductivity (EC,) and
greater than the fastener’s electrical conductivity (EC;). Fur-
thermore, the electrical conductivity of the power connection
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block may be greater than the electrical conductivity of any
type of fastener assembly that may be used with the connec-
tion.

Also, in some embodiments, the fastener 6 and/or the insert
5 may be formed of material of higher strength than material
used to form the power cable connector 7 and/or the power
connection block 4. In one implementation, a fastener assem-
bly may be formed of one or more materials of higher strength
than the material used to form the power cable connector
and/or power connection block. For example, a fastener
assembly may have a strength S, and the power connection
block may have a strength S,, and S, may be greater than or
equal to S,. Similarly, a power cable connector may be
formed of a material of strength S;, and S; may be greater
than S;. The fastener assembly may include an insert formed
of'amaterial of strength S , and a mechanical fastener may be
formed of a material of strength S,, where at least one of S , or
S, are greater than or equal to at least one of S, or S;.

A threaded fastener 6 may be able to be repeatedly tight-
ened against a washer 8 and power cable connector 7, without
damaging the threads or compromising the performance of
the power connection block 4. In some instances, a serrated
Belleville washer may be used, which may function as a
locking mechanism for the fastener. The use of a serrated
Belleville washer 8 with the connection may have several
advantages, including: 1) it may provide a constant spring
clamping force as the joint may heat or cool and expand or
contract during operation, and 2) the serrated Belleville
washer may dig into the mating materials to resist rotation,
and may thus prevent loosening of the connection interface
due to vibration and other dynamic fatigue.

In some embodiments, other connection configurations
may be used. For example, a fastener 6 may be tightened
against the power cable connector 7 without the use of a
washer. For instance, the fastener 6 may directly contact the
power cable connector 7. Alternatively, other components
may be included in the place of, or in addition to, a washer.
Any type of fastener locking method or mechanism known in
the art may be used with the connection. For example, some
form of spring structure, or elastic material may provide a
constant or substantially constant clamping force. Any other
components may be used that may assist with the mechanical
connection.

In an alternate embodiment of the invention, a fastener 6
may not need to be threaded, but may have another connec-
tion mechanism that may enable it to connect to an insert 5.
Any mechanical connection configuration known in the art
may be used. For example, the fastener and insert may have
some sort of lock and groove mechanism that may provide a
robust mechanical connection. The fastener could also some-
how snap into the insert, or may have a toothed configuration,
that may enable the fastener to slide in and engage with the
insert, but may prevent it from disengaging. The fastener and
the insert may have a configuration that may allow the
mechanical assembly and disassembly between the fastener
and the insert.

Preferably, an insert 5 may be affixed to the power connec-
tion block 4. The insert may be positioned within the power
connection block. In one embodiment, a threaded insert may
be screwed into the power connection block. A connection
block assembly may include components that may primarily
involve an electrical connection, such as the power connec-
tion block 4 and components that may primarily involve a
mechanical connection, such as the insert 5. The insert may be
affixed to the block by any of the mechanisms or methods
known in the art or discussed relating to fastening compo-
nents. For example, the insert may have external threads that
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may allow it to screw into or mate with corresponding threads
on the interior of the power connection block, or any other
mechanical locking device may be used. The insert may be a
key locking insert (Keenserts) or a helical insert (Heli-Coil).
In another example, the insert may be a captive nut or
mechanically fastened to the power connection block based
on the shape of the insert and/or power connection block. For
example, the power connection block may have a lip or com-
ponent that may prevent the insert from sliding out. The insert
may be self-tapping or pressed into the power connection
block. In other embodiments, the insert may be welded,
brazed, or soldered into the power connection block.

The insert 5 may be a tubular insert. For example, the insert
may have a substantially cylindrical exterior. The exterior of
the insert may be smooth, threaded, ridged, or have any tex-
ture. The interior of a tubular insert may have internal threads
that may enable it to mechanically connect to the fastener. The
insert could also include any other mechanical locking device
known in the art. The insert may be a screw or locking fas-
tener, which may or may not include threads. The insert may
also have a shape, such as a square shape, or other geometric
shape, protrusion or indentation, and the interior of the power
connection block may have a corresponding shape that may
prevent the insert from rotating or otherwise moving within
the power connection block. In some embodiments, the insert
may be affixed to the power connection block by additional
mechanical components or devices that may secure the insert
to the power connection block, or by adhesives, locking com-
pounds or materials, or any other affixing means known in the
art.

2. Fluid Cooling

Another aspect of the invention may also provide a sealed
power connection that may advantageously allow for fluid
cooling of the connection. The use of fluid to cool the power
connection block 4 may provide two distinct advantages over
prior art designs:

1) The cooling fluid may remove heat from the power
connection block 4, which may lower the operating tempera-
ture of the connection. This may not only lower the average
temperature of the power connection block 4, but may also
lower the peak hot spot temperature. Thus, fluid cooling of the
connection may provide for a higher peak current density
rating for the connection and may also improve the perfor-
mance and reliability of the connection at any given continu-
ous current density. The lower operating temperature may
also lower the electrical resistance of the connection, which
may provide for a more efficient power connection.

2) The active cooling may reduce temperature fluctuations
and may maintain a more constant operating temperature of
the connection. Reducing temperature fluctuations may
reduce the stress on the mechanical joint (e.g., between the
fastener 6 and the washer 8 or power cable connector 7) and
may thus improve reliability of the connection, as thermal
expansion and contraction ofthe connection materials may be
reduced.

FIG. 3B shows a cross-sectional view of a sealed power
connection in accordance with one embodiment of the inven-
tion. As indicated, the power connection block 4 may be
cooled by a fluid. The fluid may directly contact the power
connection block. Fluid may or may not be flowing where the
fluid is contacting the power connection block. In some
embodiments, the fluid may contact the surface of the power
connection block opposite the threaded fastener. In some
embodiments, the fluid does not contact the threaded fastener,
insert, or any part of the fastener assembly. Alternatively, the
fluid may contact one or more components of the fastener
assembly. The sealed power connection may also be designed
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such that fluid may also contact the power connection block
on other portions of its surface, including external and/or
internal surfaces, which may include passages or cavities
within the connection block.

The fluid may be flowing against one or more surfaces that
it contacts and/or the fluid may be substantially stationary in
contact with one or more surfaces. The fluid may flow per-
pendicular to or along any surface that it contacts. The fluid
may flow at any angle to any surface that it contacts. The rate
of fluid flow may or may not be adjusted or controlled to
provide a desired amount of cooling or temperature control.
For example, a fluid flow rate may be increased to increase the
rate of cooling of the connection. In some instances, any
surface area of the power connection block that the fluid may
contact may be designed to support a desired amount of heat
transfer.

In some embodiments, the fluid may be contained within
an enclosure of an electric machine or device. In other
embodiments, the fluid may or may not be provided from a
source external to the electric machine or device. In some
embodiments, the fluid may be substantially stationary within
the machine or device enclosure. Alternatively, it may move
or circulate within the machine or device, while contained
within the enclosure, or may circulate external to the machine
or device as well.

The cooling fluid may be any fluid known in the art. In
some embodiments, the cooling fluid may be a gas, such as
air; or a liquid, such as water, oil, or a liquid dielectric fluid;
or a vapor or mist of any such fluids; or any other fluid. For
instance, a transmission fluid, such as automatic transmission
fluid (ATF) may be used. A fluid may be selected according to
desired thermal, electrical, chemical, or flow properties.

In some embodiments, one or more surfaces of the power
connection block may include one or more features that may
aid in heat transfer, such as fins, grooves, channels, ridges,
protrusions, bumps, indentations, patterns, textured surfaces,
or any other surface feature. This may increase the exposed
surface area of the connection block, which may increase the
amount of surface area in contact with a fluid. This may
advantageously provide for a greater degree of heat transfer
between the connection block and the fluid. In some
instances, surface features may assist with directing or chan-
neling the fluid flow over and/or around various surfaces of
the connection block. Alternatively, one or more of the con-
nection block surfaces may be smooth or substantially
smooth.

3. Insulating and Sealing Design

The sealed power connection may allow for a robust insu-
lator and sealing design and method in accordance with
another aspect of the invention. The power connection block
4 may be electrically insulated from a machine or device
enclosure. For example, the sealed power connection may be
used with an electric machine that may have a housing formed
of an electrically conductive material. Because electric
machines may operate at voltages in excess 0f400 V AC peak,
an adequate insulation path may be needed between the
machine housing and the power connection block 4.

The insulator 1 may be formed of a dielectric material. In
some embodiments, a fiberglass composite material may be
used, such as FR-4 glass reinforced epoxy or any other type of
fiberglass reinforced epoxy laminate. Any other electrically
insulating material may be used. For example, some prefer-
able materials may include, but are not limited to, ceramic,
glass, plastic, epoxy resin, synthetic resin bonded paper
(SRBP, FR-1, and FR-2), epoxy-glass materials, or any com-
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bination thereof. The insulator may be formed substantially
of a dielectric material or may include a dielectric coating or
layer.

FIG. 3C shows an exterior view of a sealed power connec-
tor in accordance with one embodiment of the invention. The
term “exterior” may be provided by way of reference only and
shall not limit the placement or orientation of a sealed power
connector. For instance, a sealed power connector may be
fastened to an electric machine, and part of the sealed power
connection may be exposed to the exterior of the machine.
Alternatively, the opposite side of the sealed power connec-
tion may be exposed to the exterior of the machine. In other
embodiments, any side or sides, or portion of any side or
sides, of a sealed power connection may be within a machine,
external to the machine, or exposed to the exterior of the
machine.

The insulator may be fastened to a surface of an electric
machine or device. For example, the sealed power connection
design may provide secure clamping of the insulator 1 by
multiple threaded fasteners 9 onto a machine surface. Any
number of threaded fasteners may be provided, such as four
fasteners. In other implementations, the insulator may be
fastened to the machine surface by any other designs or meth-
ods known in the art including, but not limited to, screwing it
into the machine housing, having some sort of mechanical
connection such as a snapping configuration, having an inter-
locking configuration, using rivets, using nuts, using some
sort of clamp, using an adhesive or epoxy or any other fas-
tening mechanisms or methods known in the art. Any robust
method of attachment may be used to secure the insulator to
any surface of a machine or device.

The sealed power connection may enable the connection to
be fluid cooled while also providing a sealing design and
method that may prevent cooling fluid leakage, or may pre-
vent any other fluid from entering or exiting through the
connection interfaces. For example, one or more seals 2, 3
may be provided. Any type of sealing mechanism or configu-
ration known in the art may be used. For example, the seals
may be o-rings and may be placed as shown in FIG. 3B.
Alternatively, the seals may be placed at any other location
that may prevent fluid leakage. The seals may also be formed
of other materials such as a putty, caulking, or filling materi-
als.

The insulating and/or sealing of the sealed power connec-
tion may be enhanced by the shape of the insulator 1 and/or
power connection block 4. For example, the insulator 1 may
have square features on its inside surface, which may inter-
face with squares features on the outside of the power con-
nection block 4, which may prevent rotation of the power
connection block 4. For example, as shown in FIG. 3A, the
power connection block 4 may include one or more square
shaped features. Corresponding square shaped features on the
interior of the insulator 1 may match the square shaped fea-
tures of the power connection block 4 to provide a substan-
tially snug connection that may not allow the two parts to
rotate or otherwise move relative to one another. These fea-
tures may advantageously prevent loosening or damage ofthe
connection interfaces during assembly of the mechanical
connection and/or when the connection may be used in appli-
cations where the connection may be exposed to vibration or
repetitive motion.

In some embodiments, the power connection block and/or
insulator may have other shapes. For example, a power con-
nection block may have a hexagonal shape or feature, and the
insulator may have a corresponding hexagonal shape on its
interior. In some instances the power connection block may
have any concave or convex shape and a corresponding shape
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may be provided by the insulator interior. In some implemen-
tations, the power connection block may have a shape that
may rotate but may have a feature that may prevent it from
rotating; e.g., the power connection block may have a circular
shape but may have a protrusion or indentation that may
correspond to the shape of the insulator interior that may
prevent it from rotating.

The relative shapes of the power connection block and the
insulator may not match up entirely in some embodiments of
the invention. For example, the power connection block and
insulator may have shapes that may match up to some extent
to prevent rotation, but may have additional features that may
provide gaps between the power connection block and insu-
lator interface. For example, both a power connection block
and insulator may have a square shape on its exterior and
interior respectively, but the power connection block may
provide grooves or other features that may enable fluid to flow
between a portion of the power connection block and insula-
tor and thereby provide additional surface area to cool the
power connection block. Grooves or gaps may also be pro-
vided between the insulator and power connection block that
may be used for other purposes, such as connection to internal
wiring.

The insulator may also include a retaining feature that may
locate the power connection block 4 by means of a retaining
ring, fastener, or any other method know in the art, so as to
capture the power connection block 4 into the insulator 1.
Thus, the retaining feature may engage the power connection
block in position with regard to the insulator and may prevent
the power connection block from disengaging from the insu-
lator. The insulator may also include locating features 10 on
the insulator, which may insulate the passage of the connec-
tion through a machine or device enclosure wall, as well as
locate the insulator and connection assembly onto the
machine or device enclosure surface.

FIG. 3D provides a perspective view of a sealed power
connection as it may appear when assembled in accordance
with one embodiment of the invention.

4. Electric Machine

The sealed power connection may be used to make power
connections to an electric machine. In some embodiments of
the invention, the electric machine may be a motor, such as a
three-phase AC induction motor. Alternatively, the electric
machine may be any sort of motor, generator, or any sort of
machine that may require some form of electrical and
mechanical power connection. In some embodiments, the
connection may provide power from a source external to the
machine to one or more components inside machine, or the
connection may provide power from a source within the
machine to one or more devices outside the machine. In other
embodiments, the connection may provide electrical and
mechanical connections between any two components which
may both be external to the machine or within the machine.

The electric machine may also be any machine that may be
fluid-sealed or fluid-cooled or that may have some sort of
fluid in its interior. In some embodiments, the machine may
have fluid for cooling and/or lubrication. The fluid within the
electric machine may be flowing or may be substantially
stationary. In some embodiments, the fluid within the electric
machine may circulate through the electric machine and may
come from a source external to the electric machine. In other
embodiments, the fluid may be contained within the electric
machine and/or may circulate within the electric machine.

The electric machine may utilize high power electrical
connections. Reliable high power connections may require
low-resistance electrical contact with acceptable current den-
sity. Typical maximum current densities in copper DC power
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connections may be on the order of 2.2x10° A/m>. This may
typically limit the temperature rise of the connection to under
30° C. in ambient temperatures over 40° C. See e.g., ANSI
C37.20C-1974, IEEE standard 27-1974. In copper three-
phase AC power connections, maximum peak current densi-
ties of 7x10° A/m* have traditionally been used in electric
machines reliably. In some embodiments of the invention,
fluid cooling may be introduced to one or more connector
surfaces, which may enhance the connection reliability and
which may make it possible to exceed the 7x10° A/m? value.

FIG. 4 shows an example of applying a sealed power con-
nection onto an electric machine (where some of the fastening
hardware may have been excluded for clarity). For example,
one or more power connection blocks 4 may be connected to
internal wiring of the electric machine. A housing of the
electric machine may be provided. The housing may include
any and all structures and/or components that may surround
all or part of the machine and may perform the function of
containment, support, and/or protection, or any other similar
functions, for the electric machine or any of the individual
components of the electric machine. In some embodiments,
all or part of the housing may be fluid-sealed. One or more
insulators 1 may be connected to the housing of the electric
machine and also to one or more power connection blocks 4.
An insulator 1 may be connected to the housing by fasteners
(e.g., such as the fasteners 9 shown in FIG. 3C), and may be
positioned between the housing and the power connection
block 4 to provide an electrically insulating barrier. Thus, the
power connection block may be electrically isolated from the
electric machine housing. A power cable connector may be
contacting the power connection block or in electrical com-
munication with the power connection block. In some
embodiments, the power cable connector may be located
external to the machine housing.

For example, sealed power connections may be positioned
atthe end of an electric machine. In some implementations, a
plurality of sealed power connections may be arranged to
form a roughly circular configuration. Sealed power connec-
tions may be placed at one or more sides or surfaces of a
machine. In some embodiments, rather than being placed on
an external housing of a machine, a sealed power connection
may be used within a machine. Any number of sealed power
connections may be provided for an electric machine, and
may be positioned at any location on and/or within the electric
machine.

5. Current Flow

The sealed power connection may provide an advanta-
geous current flow and beneficial design for electrical con-
nection. The sealed power connection may be compared with
the current flow of traditional connection methods.

For example, traditionally, many electric machines feature
threaded stud type designs for electrical connections. Current
flow through these stud connection designs may be illustrated
by a schematic as shown in FIG. 5A. For instance, current
may flow into a ring lug connector 14, across an interface
between the ring lug connector 14 and a locking nut 13, and
then through a threaded interface between the locking nut 13
and the threaded stud 10.

As discussed previously, this current flow is undesirable
because the current must flow through the mechanical screw
threads. The threads provide line contact with much lower
surface area contact than larger flat surface interfaces, leading
to higher resistance through the connection. Additionally,
because of the nature of the traditional stud connection
assembly, the current must flow across two or more inter-
faces. These interfaces may include the interface between the
ring lug connector 14 and the locking nut 13, and the interface
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between the locking nut 13 and the threaded stud 10. Current
flow across multiple interfaces may be less desirable, as this
method tends to have higher resistance than connection meth-
ods which only have a single interface through which current
may flow.

The nature of the current path through the threaded inter-
face in a stud connection design may be driven by the need to
electrically insulate the connection assembly from the mount-
ing surface of the enclosure wall 17. An insulated washer 12
and insulated block 11 are required to isolate the electric
current conducting components from the machine enclosure
wall 17 in this stud connection method.

In another example, electrical connections in some electric
machines may also be handled by another traditional design
that involves directly connecting wire leads from the internal
wiring of the machine to the power connection cables. Cur-
rent flow through this traditional terminal connection or “fly-
ing lead” design may be illustrated by the schematic repre-
sented in FIG. 5B.

In the traditional terminal connection method, current 23
flows through the power connection cable 22 and into a ring
Iug connector 19. The wire lead from the internal wiring of the
machine 17 is also terminated with a ring lug connector 18.
The electrical connection is made by using a threaded fastener
20 and nut 21 to apply pressure between the two ring lug
connectors 18 and 19. Current flows across the interface
between the two ring lug connectors 18 and 19 and then
through wire lead 17 to the internal wiring of the machine.

Although the traditional terminal connection method can
be designed to be electrically and mechanically robust, it is
difficult to seal and cool. Typically, the terminal connection is
contained within a separate junction box, or implemented
using a terminal strip attached to the outside of the machine,
contained inside an additional accessible enclosure. Diffi-
culty with sealing the wires as they exit the machine or enclo-
sure is a typical problem. The use of an additional enclosure
attached to the outside of the machine also adds undesirable
extra size, weight, and mechanical complexity to the
machine.

This problem may be most significant with regard to
power-dense machines. With power-dense machines, large
conductors are required to handle the high electrical current,
yet the overall size of the machine is much smaller than
conventional machines of comparable power. Therefore, a
large junction box or connection enclosure can significantly
increase the size and weight of the power-dense machine,
where compact form factor and low weight are important
design criteria. Thus, a traditional terminal connection
method may be undesirable in particular circumstances.

FIG. 5C shows an example of current flow through a sealed
power connection in accordance with an embodiment of the
invention. The sealed power connection may provide electri-
cal connectivity between a power source and the internal
wiring or components of an electric machine or device. The
current 24 may flow from an input power cable, or any other
power source, into a ring lug connector 7 and across an
interface between the ring lug connector 7 and a power con-
nection block 4. A threaded fastener 6 may provide pressure
between the ring lug connector 7 and the power connection
block 4, which may create a low resistance connection with a
relatively high surface area contact. Current may flow across
the interface of the ring lug connector 7 and the power con-
nection block 4 to the internal wiring 25 or components of the
electric machine or device to apply power to the machine or
device.

The sealed power connection design may advantageously
include a large surface area contact between the power cable
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connector 7 and the power connection block 4 which may
provide for: 1) high current capacity of the connection inter-
face, 2) a relatively large thermal mass of the power connec-
tion block 4 that may absorb and conduct heat away from the
connection, and 3) compactness and simplicity of the overall
connection assembly.

Also, as discussed previously, the threaded fastener 6 may
be constructed of a high yield strength material with low
electrical conductivity, because the fastener need not be
included in the primary path of the current flow. Additionally,
a threaded insert constructed of high yield strength material
may also be introduced into the mating threads of the power
connection block 4, and may also be separate from the pri-
mary current flow path, achieving a highly robust mechanical
connection in addition to the excellent electrical connection.

Thus, FIG. 5C may illustrate a method of sealed power
connection which may provide electrical connection. The
method of sealed power connection may include receiving a
current 24 at a connector 7, allowing current flow between the
connector and a power connection block 4, and conveying
current from the power connection block to internal wiring
25. The method of sealed power connection may also provide
mechanical connection. The method of sealed power connec-
tion may thus also include providing a fastener 6 that may
mechanically connect to an insert 5 that may be mechanically
connected to the power connection block 4. The method of
mechanical connection may assist with the electrical connec-
tion.

The sealed power connection method illustrated in FIG. 5C
may advantageously have compact features, and effective
electrical contact and current flow. A superior mechanical
connection may also be achieved, along with the ability to
robustly secure and seal the connection assembly to a
machine or device enclosure, as well as provide cooling to the
connection when integrated with an internally fluid cooled
machine or device.

It should be understood from the foregoing that, while
particular implementations have been illustrated and
described, various modifications can be made thereto and are
contemplated herein. It is also not intended that the invention
be limited by the specific examples provided within the speci-
fication. While the invention has been described with refer-
ence to the aforementioned specification, the descriptions and
illustrations of the preferable embodiments herein are not
meant to be construed in a limiting sense. Furthermore, it
shall be understood that all aspects of the invention are not
limited to the specific depictions, configurations or relative
proportions set forth herein which depend upon a variety of
conditions and variables. Various modifications in form and
detail of the embodiments of the invention will be apparent to
aperson skilled in the art. It is therefore contemplated that the
invention shall also cover any such modifications, variations
and equivalents.

What is claimed is:

1. A method of making power connections to an electric
machine comprising:

providing a power connection block in electrical commu-

nication with an internal component of the electric
machine;

contacting a power cable connector to the power connec-

tion block; and

providing a fastener assembly, wherein the faster assembly

holds the power cable connector against the power con-
nection block,

wherein a greater amount of electric current flows through

the power cable connector and the power connection
block than through the fastener assembly.
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2. The method of claim 1, wherein the fastener assembly
comprises an insert and a mechanical fastener.

3. The method of claim 2, wherein the insert is retained
within the power connection block.

4. The method of claim 3, wherein the mechanical fastener
is a threaded fastener, which is screwed into the insert.

5. The method of claim 1, wherein at least one of the power
connection block or the power cable connector is formed of a
material with greater or equal electrical conductivity than the
material used to form at least one of the components of the
fastener assembly.

6. The method of claim 1, wherein at least one of the
components of the fastener assembly is formed of a material
with greater or equal strength than the material used to form
at least one of the power connection block or the power cable
connector.

7. The method of claim 1, wherein the power connection
block is in contact with a cooling fluid.

8. The method of claim 7, wherein all or part of the electric
machine is contained within a machine housing.
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9. The method of claim 8, wherein the cooling fluid is
within the machine housing.
10. The method of claim 1 further comprising:
providing an insulator in contact with the power connec-
tion block,
wherein all or part of the electric machine is contained
within a machine housing, and
wherein the insulator is capable of electrically insulating
the power connection block from the machine housing
for the power connection.
11. The method of claim 10, wherein the power cable
connector is located exterior to the machine housing.
12. The method of claim 10, wherein the insulator and

15 power connection block are sealed, such that fluid is pre-

vented from leaking through the interface between the power
connection block and the insulator and through the interface
between the power connection and the machine housing.
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